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NOTICES TO MARINERS.

(Nos. 479 to 490 of the year 1908.)

[The Astronomical positions are approximate unless otherwise stated. The bearings are Magnetic,
and those relating to lights are given from seaward. The visibility of lights is that in clear
weather. Fog signals are sounded during thick or foggy weather unless otherwise stated.

. The depths are given at low-water ordinary springs. The heights are given above high
water.]

No. 479.—CHINA—YANG TSE KIANG.

Chin Kiang Fu—Decreased Depths Off, Piers Constructed and Numbered.

Particulars.—The reproduction of a portion of Chart No. 1288, given below, shows the
alteration in the depths which have taken place, the two new piers constructed at Chin Kian Fu,
and other minor alterations.

Position.—Garlic Hill Beacon, lat. 32° 12f N., long. 119° 25f E.

Chart affected.—No. 1288, Chin Kiang Fu, &c.
Publications.—Chin Sea Directory, Vol. Ill, 1904, page 436; and Supplement, 1907.
Authority.—H.M.S. Thistle, Hydrographic Note, No. 1 of 1908.

No. 480.—SOUTH ATLANTIC—ASCENSION.

Clarence Bay—Positions of Buoys Altered.

Particulars.—The spar buoys in the approach
to Clarence Bay have been moved to the under-
mentioned positions:—

1. Outer spar buoy.
Position.—From the buoy the jetty head bears

S. 48° E., distant 7£ cables, and Catherine Point
South.

2. Inner spar buoy.
Position.—From the buoy the jetty head bears

S. 12° E., distant 3 cables, aad Catherine Point

S. 45" W. ; jetty head, lat. 7° 55f ' S., long.
14° 25 ' W.

Variation.— 22° W.
Remarks. — The above buoys have been moved

to mark the edge of the foul ground, which has
been found to extend considerably to the north-
ward of the buoys in their former positions.

Chart affected.— No. 1691, Ascension with
Plan of Clarence Bay.

Publications.— Africa Pilot, Part II, 1901,
page 231 ; Supplement, 1905. .

Authority. — His Majesty's surveying vessel
Mutine, Hydrographic Note, No. 3 of 1908.


